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Product Appearance



3D Knob

Stepless adjustment with virtual 

markings, linear motor providing tactile, 

visual, and auditory feedback.

Rotation Tracking

Virtual notches and vibration 

adapt to the rotation speed.

Temp and Humidity Monitoring

Built-in temperature and humidity 

sensor with real-time display on 

screen.

High-Definition Display

Sleek design with a smooth, 

glossy surface.

Premium Craftsmanship

   Metal dial, enhancing the 

tactile feel of the knob.

Smart Wake-Up

   Set multiple wake distances via 

the app.

Selling Points



Rotational Feedback
Aqara Touchscreen Dial V1 is equipped with a linear motor that provides both vibration and sound feedback to users. The feedback intensity of the motor is adjustable (0%-100%)."



Aqara Touchscreen Dial V1 can sense the speed at which the user rotates the knob. When rotating quickly, the adjustment step is larger, allowing for fast parameter changes. When rotating 
slowly, the adjustment step is smaller, enabling precise adjustments. For example, when adjusting brightness, slowly rotating the knob allows for 1% precision, meaning it takes one full 
rotation to adjust from 1% to 100%. (Currently, the algorithm is still being optimized, so the exact precision may change.) To quickly adjust from 1% to 100%, you only need to rotate the knob 
a quarter turn. This adaptive rotational precision is currently under patent application.

Precision Unparalleled



Aqara Touchscreen Dial V1can control a variety of devices, such as smart lights, curtain motors, thermostats, switches, and outlets. Users can switch between devices by swiping on the 
touchscreen and control each one individually. Due to the unique nature of the knob, the screen cannot be too large. To help users quickly select devices, we’ve added a long-press function 
for fast device selection. Users can also designate one device as the primary control device, which will be displayed first whenever the device is awakened from standby.

Full Space, Full Scene Control with One Turn



Rich Personalized Theme Decorations



Starry Aesthetics Outlining Artistic Style
Bestowing the name of Starry, exploring the infinite space intelligence. Using starry aesthetics to create a harmonious and beautiful home with technology, creating a unique and 
intelligent Style.



Safe and Reliable 
Aqara Touchscreen Dial V1 has custom flagship holding relay , which helps the device to achieve lower power consumption, stronger surge resistance, and be more durable.



Smart Temperature Sensing Chip
Equipped with fuse, automatic power-off for overload or high temperature. Switch body is made of V0 flame retardant material.



Flagship Work Full of Sincerity



Living Harmony and Beauty with Home



Official Market Name Touchscreen Dial V1

Product Dimensions 86*86*62.1mm

Material AG glass, metal knob

Color Moon White(Grey version is not available now)

Number of Light Controls 2

Relay Specification HF182 (16A relay)

Communication Protocol Wi-Fi, BLE

Wi-Fi Information IEEE 802.11b/g/n/a/ac, 2.4G & 5G

Sensors Temperature and humidity, Millimeter-wave radar, optical angle 
sensor

Electrical Rating 200 - 240 VAC, 50/60 Hz, Max 8 A (Resistive Load), μ

Screen Type LCD, Multi-point TP

Resolution 360*360

Screen Size 1.32 inchs display area

Product Specifications
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How to Add Touchscreen Dial V1 to Aqara Home?

Click “+”on the top right 
corner, then click ”Add 

Accessory”.

Scan the Aqara QR code on 
the screen.

Wait for connecting. Choose the Wifi. You added it successfully.Wait for the connecting.



How to Add Devices to the Screen?

Click “Add” Choose the devices you want to 
add to the screen and click “ok”.

You would see your devices on 
screen and you can control it .



How to Check Temperature and Humidity?

You can check the temperature 
and humidity.

Click “Button”



How to Control the Switches?

Click “Button” Click “Knob Switch 1”or “Knob 
Switch 2” to turn on/off the light.



Display Settings

Click “Displaying setting” Set the brightness, standby 
brightness.

Choose the different standby 
time.

Choose the different 
screensaver style.



How to Change the Wake-up Distance?

Click “…”on the top right corner. Click “Device Settings” Click “Intelligent wake-up 
distance”

Slide the bar to adjust the 
distance of smart awaking.



How to Set the Vibration?

Click “…”on the top right corner. Click “Device Settings” Slide the bar to set vibration.



Automation

Then 

Open
Close
On/off
Set brightness
Bright screen
Turn off the screen

If

Open
turn off
Is on
Is off
above specified temperature
below specified temperature
The temperature rises to
The temperature drops to
above specified humidity
below specified humidity
The temperature rises to
The temperature drops to
above specified humidity
below specified humidity
Humidity rises to
Humidity drops to
someone approaches
Click (Wireless Mini Switch)



Mars Technology
Issue Background: 

After turning off the mechanical panel switch, the smart load device loses power, 

causing it to go offline and become uncontrollable.

After replacing the traditional panel switch with the Aqara panel switch, different types of load devices can 

be connected in the same circuit. Users can configure each channel of the panel switch in the app, 

specifying the type of load device connected. The types are as follows:

• Type 1: Traditional mechanical load (connected to traditional, non-smart load devices. This is the default type).

• Type 2: Aqara smart load (connected to Aqara smart load devices, such as smart lights or dimming modules).

• Type 3: Pulse-controlled load (connected to smart load devices that support pulse control).

➊ The switch's relay remains in a closed state by default, ensuring that the connected smart load devices are powered.

➋ Control of the panel switch through the app or local buttons is directed at the load devices, rather than the relay itself.

➌ The status of the panel switch's indicator light corresponds with the state of the load devices.

➍ If the panel switch cannot turn off the load, the relay can be disconnected manually.

➎ Each channel supports up to 24 load devices.

Smart load

Neutral Line

Live Line

Panel Switch
Load Device

Load Device2

Live Line

Neutral Line

Zigbee Wireless Communication

Load Device1
Panel Switch

（Relay Normally Closed）
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1. How to install the Touchscreen Dial V1?  
   1) Use a screwdriver to remove the front panel.  
   2) Connect the live wire to the "L1" slot, neutral wire to the "N" slot (depending on whether your household wiring includes a neutral wire), and connect the load (light) wire to the 
"L2" slot. Ensure the total load does not exceed 2200W.  
   3) Once the wiring is confirmed, connect the front panel and power on.  
   *Warning: Please confirm that the power is off before installation!

2. How to reset the Touchscreen Dial V1 for network setup?  
   Under certain conditions, hold the device near your router to enter network setup mode (the screen will display a QR code for scanning); follow the instructions on your app to reset 
and reconnect to the network.

3. How to distinguish fire, neutral, and load wires?  
   Fire wires are generally red, neutral wires are usually blue, and load wires are usually green or yellow-green. It is recommended to seek professional help for installation.

4. How to perform firmware updates?  
   Firmware updates for the Touchscreen Dial V1 and related products can be done through the Aqara app.

5. How to check if the relay is damaged?  
   If the relay cannot switch off even when the device is powered off, the relay might be damaged. Seek professional help for replacement or repair.

6. Does the Touchscreen Dial V1 need a high load for normal operation?  
   The maximum requirement is 2200W, make sure the total load does not exceed this limit.

7. What are the dimensions of the Touchscreen Dial V1?  
  THE dimension is 86*86*62.1mm

FAQ



FAQ
8. Which devices does the switch support?  
   The switch can control lights, fans, temperature controllers, switches, and more. The supported devices are constantly being updated, so check your product’s model number for 
compatibility.

9. Can this device be used without a network?  
   Yes, it supports Wi-Fi-free operation, but some devices that require Zigbee will need a Zigbee gateway to function.

10. How many scenes can be set up at once?  
   Up to 18 scenes can be configured.

11. Does it support voice assistants like Xiao Ai?  
    Yes, it can be controlled using the Xiao Ai voice assistant.

12. Is it compatible with HomeKit?  
    Yes, it supports HomeKit. Once connected to the network, you can use it to control 2 relays and 6 wireless switches via HomeKit.

13. How does it manage load in smart scenarios?  
    In Aqara Home, you can configure various scenarios for controlling the switch.


