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Product Introduction 

The Aqara Panel Switch S100 is a whole-house intelligent scene control panel. It can quickly upgrade traditional wall switches into touchscreen three-button switches, and 

supports custom binding of smart devices or scenes to achieve one-touch linkage. The product supports the Apple HomeKit platform, and this device can be quickly controlled 

through the Home app. It is equipped with a sensitive touch color screen and an intelligent scene visualization interface, providing you with a more intuitive and smoother 

intelligent control experience for the whole house. 

Bright Moon White
on sale

Distant Mountain Gray
on sale



S100 S1E

Chức năng chính

1. Dual-band WIFI

2.Zigbee 3.0

3.Touch control and App interaction

4.Three-way relay, Starry V1 universal base

5.Approach wake-up and automatic brightness adjustment

6.Faster upgrades and more device access

7.Supports multiple layouts and themes, and allows personalized configurations for different users

8.After the associated device is successfully connected to the network, even if the router is removed, the 

Zigbee can control the associated devices under the same gateway as the screen (under development) 

1. Single-band Wi-Fi

2. Touch control and App interaction

3. Three-way relay

4. Support multiple layouts and multiple themes

5. Wi-Fi direct connection to the cloud

Communication protocol Wifi 2.4ghz 、Zigbee、Bluetooth 2.4Ghz Wifi

Cổng Zigbee Without a gateway Without a gateway

Use in combination
It can be directly connected via Wi-Fi and can be used without the need to be used in combination with a 

hub.

Direct Wi-Fi connection, no need to be used in combination 

with a gateway. 

Voice control The device itself does not support it. The device itself does not support it.

Tích hợp loa Buzzer Buzzer

Device access It can access devices of all categories. It mainly supports the access of online devices.

Product Comparison



Smart 3-channel with Intuitive Touchscreen Control 



One Centralized Control for Your Smart Devices



Multiple Ways to Set Up the Panel Switch



Multiple Ways to Set Up the Panel Switch



Much Powerful than A Standard Smart Switch



Power Monitoring, Ease of Use, and Visible Feedback at Every Tap



Built-in Safeguards to Enhance Safety



Linking with Other Smart Home Devices to Create Automations



1. Wi-Fi is the main communication protocol.

2. After the router is taken away, Zigbee can be used to normally control the devices under the same gateway.

3. After configuring the gateway, you can control the sub-devices under the same gateway on the panel even when the 

network is disconnected.

* After synchronizing and associating data via Wi-Fi, using the Zigbee protocol can only control the associated Zigbee 

sub-devices under the same gateway.  

There is a reminder on the homepage of the 
APP to bind the gateway. 

WiFi Zigbee Note

Binding √ Before delivery, use a mobile 4G router to complete binding and 
device pairing.

OTA √ After delivery, the user completes the setting via WiFi.

Theme update √

Device association √ The cloud syncs "device association data" to the display and the 
corresponding Zigbee hub. Note: The WiFi connection must 
remain stable during synchronization - otherwise, there's a risk 
of data inconsistency between the device screen and Zigbee hub 
devices.

Control associated 
device

√ √

Mars √ After delivery, the user completes the setting via WiFi.

Subscription √

Report(Hearbeat,
Configuration)

√

Protocol Cloud, Zigbee hub Zigbee hub

Protocol Responsibility

M3



Product Parameters 

Dimensions: 86 × 86 × 43.7mm (3.39 × 3.39 × 1.72 in.)

Resolution: 480 × 480

Wireless Protocols: Wi-Fi IEEE 802.11 a/b/g/n/ac 2.4GHz/5GHz, 
Zigbee IEEE802.15.4

Input Power: 100-240V~，50/60Hz

Rated Load: Max. 2200W, Max. 10A (Incandescent Lamp), 
Max. 400W, Max. 2A (Capacity/inductive load, such as LED)

Operating Temperature: -10°C ~ 40°C (14°F ~ 104°F) 

Operating Humidity: 0 ~ 95% RH, no condensation 

What is in the Box: Panel Switch S100 × 1, User Manual × 1, Screw 
Kit × 1
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Installation
Before installation, please ensure that the main power switch is turned off!

1. Use a flat-head screwdriver to pry open the switch panel.

2. Use a screwdriver to loosen the terminal screws on the back of the switch. Connect the live wire to the L hole, the neutral wire to the N hole, and 
the load (light) wires to the L1, L2, and L3 holes (corresponding to the left, middle, and right buttons, respectively). After confirming that the wiring is 
correct, tighten the terminal screws. The total load for the three circuits should not exceed 2200W.

*The live wire is usually in red, and the neutral wire is generally in blue or black. 



First, tilt the panel downward and snap the top into the groove. Then, press down directly on the lower part of the panel to secure it.
Installation complete

3. Secure the switch to the wall junction box using the included screws, and then snap the cover panel into place. Please pay special attention to the correct method 
of snapping the panel into position.

Secure with screws to the junction box.*The screw torque should not exceed 0.7 N·m

Installation



4. Power on the device and wait until the device screen displays normally and enters
the network setup prompt page. 

5. Please select the corresponding platform to scan the QR code and connect to the
network. If the device has already been connected to a network, and you need to
connect it to another platform, you will need to reset the device. You can follow the
instructions to reset the network settings and then scan the QR code to connect to
the network 

6. Please bring your phone as close to the device as possible for connection, and
ensure that both the phone and the device are on the same Wi-Fi network
(2.4GHz/5GHz) 

7. Open the Aqara Home App, tap the “+” in the top right corner of the home page,
select “Panel Switch S100” and follow the instructions in the App to proceed. 

*If the addition fails, please select “Try Again” on the panel and attempt to add the
device again in the App. For assistance, please refer to: www.aqara.com/support。

Installation

*Please scan the actual QR code on the device screen to connect to the 
network. This illustration is for demonstration purposes only
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How to Switch Themes?



How to Associate Devices and Scenes?



How to Set Up Wireless Switches?



Device Settings
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Device Settings



Automations

IF 

Turn on
Turn off
Is on
Is off
Press the Wireless switch

THEN

Turn on
Turn off
Turn on/off
Setting volume
Mute
Unmute
Setting brightness
Turn on the screen
Screen off
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What can I do if the device binding is failed?

If the device addition fails, please confirm the following points:

1. The Wi-Fi name or password contains special characters that are not supported, resulting in the inability to connect to the router. Please modify it to 

commonly used characters and try again.

2. The device does not currently support WPA/WPA2 enterprise-level Wi-Fi networks.

3. Check whether the Wi-Fi anti-hacking settings of the router are enabled, which may prevent the device from connecting to the network properly.

4. Check whether the AP isolation of the router is enabled, which may cause the mobile phone to be unable to search for the device within the local area 

network.

5. It is recommended not to connect to a bridged network. 

What can I do if the HomeKit binding is failed?

1. It prompts "Unable to add accessory". Due to repeated failed attempts at adding the accessory, the error information cached in the iOS system cannot be 

released. Please restart the iOS device and reset the device, and then try again. If it still fails, please check the compatibility of the router and try replacing it 

with another router before attempting again.

2. It prompts "Accessory already added". Please restart the iOS device and reset the device. Then, re-add the accessory by manually entering the HomeKit 

setup code.

3. It prompts "Accessory not found". Please reset the device, wait for 3 minutes, and then re-add the accessory by manually entering the HomeKit setup code. 

FAQ



THANK YOU
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